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CE DECLARATION OF CONFORMITY

This equipment is intended for the production of ice. We the undersigned hereby declare under our own responsibility that
the ice maker to which this declaration refers conforms to the provisions of the following European Directives, standards,
regulations and technical specifications and subsequent amendments.

Directive:
2014/35/EU
2006/42/EC
2014/30/EU
(EV) 2015/863
Standards:

EN 60335-1
EN 60335-2-24
EN 60335-2-75
EN 62233

EN 12100

EN 55014-1
EN 55014-2
EN 61000-3-2

EN 61000-3-3

EN 50581

Low voltage directive

Machines Directive

Electromagnetic Compatibility Directive

amending Annex Il to Directive 2011/65/EU of the European Parliament and of the
Council as regards the list of restricted substances

Household and similar electrical appliances - Safety. Part 1: general rules
Household and similar electrical appliances - Safety Part 2: Particular requirements
for refrigerating appliances, ice-cream

appliances and ice makers

Household and similar electrical appliances. Part 2-75: particular requirements for
commercial dispensing appliances and vending machines

Measurement methods for electromagnetic fields of household appliances and
similar apparatus with regard to human exposure

Safety of machinery — Basic concepts, general principles for design - Risk
assessment and risk reduction

Electromagnetic compatibility — Requirements for household appliances, electric
tools and similar apparatus. Part 1: emission

Electromagnetic compatibility — Requirements for household appliances, electric
tools and similar apparatus. Part 2: Immunity — Product family standard
Electromagnetic compatibility. Part 3-2: limits - Limits for harmonic current emissions
(equipment input current up to and including 16A per phase)

Electromagnetic compatibility. Part 3-3: limits - Limitation of voltage fluctuations and
flicker in low-voltage supply systems for equipment with rated current < 16 A per
phase and not subject to conditional connection

Technical documentation for the assessment of electrical and electronic products
with respect to the restriction of hazardous substances

Regulations and technical specifications:

Min.Dec. 21/03/1973

EC 1935/2004
EC 2023/2006

EU 1072011

Sanitary regulation of packaging, containers and equipment intended to come into
contact with foodstuffs or with substances for personal use

Materials and articles intended to come into contact with food

Good manufacturing practice for materials and articles intended to come into contact
with food

Plastic materials and articles intended to come into contact with food.






Dear Customer, congratulations on having chosen a high-quality product that will certainly meet your expectations. We
thank you for your preference, and kindly invite you to carefully read this instruction manual before using your new
automatic micro-ice cube maker.
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The figures in this manual are of a general nature and some details of the model delivered may differ.

The manufacturer shall not be liable for any imprecisions due to printing errors or misprints in this instruction manual. The
manufacturer reserves the right to make any modifications to the product they deem necessary or useful, also in the
interests of the user, without compromising the essential safety or operational features of the product.




1 WARNINGS AND IMPORTANT ADVICE

R-290

Symbol ISO 3864-B.3.2 CAUTION: Fire hazard

N\ Read the warnings contained in this instruction manual
carefully before installing and using the appliance. These
warnings were drafted to ensure safety during installation, use
and maintenance.

Before starting the apparatus, check it is in good condition. In case
of doubt do not use it and contact an authorised technical
assistance centre.

The ice maker can be operated only if it has been installed in
compliance with local laws and regulations and following the
instructions given in this manual.

This device contains R290 refrigerant, a natural gas that is not
harmful to the environment but is flammable.

R290 refrigerant is a colourless, odourless gas, and as such its
presence cannot be identified by the senses. This condition
requires special safety measures.

Installation, maintenance, repairs and any other intervention on
the ice maker must only be performed by trained technical staff
who are qualified in line with national laws to work with equipment
using flammable refrigerants.



Install the ice maker:

* in places with a minimum volume of 1 m3 per
8 grams of R290. The total quantity present in the refrigerant
circuit is shown on the appliance data plate;

* in places with flat, intact flooring, with no channels or grilles or
other connections to the floors below, where in the event of
leakage the gas could accumulate (R290 refrigerant is heavier
than air and tends to accumulate downwards) far from electrical
switches, live flames, hot surfaces, components which could
cause arcs or sparks during normal or abnormal operation and
other triggering or combustion sources.

It is strictly forbidden to access the refrigerator circuit of the
apparatus, call an authorised servicer in case of need.

AN\ WARNING: Keep the vents in the appliance casing or flush-
mounting frame clear from obstructions.

A WARNING: Do not damage the refrigerant circuit.

A WARNING: Do not use electrical apparatus in the ice
compartments.

In the event of damage to the refrigeration circuit: switch off the
machine immediately, disconnect it from the power supply, ventilate
the room and call the authorised servicer.

This instruction manual is an integral part of the automatic ice maker
(also defined in this instruction manual simply as the appliance).
The user must keep this documentation intact to allow it to be
consulted throughout the useful life of the appliance.



Keep this manual safe and ensure that it is available for consultation
near the appliance.

If lost or destroyed ask for another copy from the distributor,
indicating the serial number and model of the appliance.

The manual describes the state of the art at the time of supply of the
appliance, distributor reserves the right to modify its appliances
when deemed useful at any time, without having to update this
document or document relating to previous production batches.

The technical staff in charge of the activities performed on the
appliance are responsible for the application of the safety
requirements laid down in this manual, and shall ensure that the
authorised staff:

- are qualified to perform the required activities;

- know and comply with the instructions laid down in this document;
- know and apply the national safety requirements applicable

to this appliance.

In the event of sale or transfer of the appliance to another person,
this manual shall be delivered to the new user to ensure that the
latter is made aware of the operation and relative warnings relating
to the appliance.

» Keep the apparatus away from electrical switches, live flames,
hot surfaces, components which could cause arcs or sparks
during normal or abnormal operation and other triggering or
combustion sources.



* Avoid live flames and other sources of ignition or
combustion.

» Always disconnect the appliance from the mains electricity
before cleaning or maintenance operations.

* To guarantee the efficiency and correct operation of the
appliance, it is indispensable to comply with the instructions
given by the Manufacturer, and to have maintenance
performed by professionally qualified staff.

Do not remove any panels or grilles.
» Do not rest objects on the appliance or in front of the vents.

 Always lift the appliance even for short movements, never
push or drag it.

 Any use of the appliance other than for the production of ice using
drinking water is considered improper.

» Do not block the vents and heat dissipation grilles as poor
aeration not only reduces the performance and
compromises the correct operation but may also cause a
hazard or lead to the malfunction of the appliance.

* In the event of a failure and/or poor operation of the appliance,
disconnect it from the mains electricity by turning off the switch
indicated during installation, remove (where foreseen) the plug
from the socket and close the water tap. Do not attempt to repair
the appliance or perform any operations directly, exclusively
contact professionally qualified and authorised staff.



In addition to annulling the warranty, any attempt to modify
the appliance is extremely dangerous and therefore
forbidden.

In the event of a malfunction contact the Dealer who sold you the
appliance, who will indicate the nearest Authorised Assistance
Centre. Use only original spare parts.

Any warnings or diagrams relating to special models will be
supplied as annexes to this instruction manual.

Some fundamental rules must be complied with when using
this appliance, in particular:

do not touch the appliance with wet or damp hands or feet
do not use the appliance barefoot
to not use extension leads in bath or shower rooms

do not pull the power cable to remove the plug from the
mains

the appliance may be used by children aged under 8 and by
persons with reduced physical, sensory or mental capacities, or
without experience or the required knowledge provided they are
supervised or have been instructed in the safe use of the
appliance and have understood to related hazards. Children must
not play with the appliance.

Cleaning and maintenance to be performed by the user must not
be carried out by children without supervision.

Supervise children to ensure that they do not play with the
appliance.



If you no longer wish to use the appliance, remove the power cable
from the socket and cut it to ensure that it can no longer be used.
It is also recommended to:

 prevent the dispersion of the coolant and the oil contained in
the compressor in the environment;

« dispose of and recycle the material according to the national
regulations in force.

A IMPORTANT this apparatus contains flammable gas which could
cause a hazard during transport and/or final treatment.

[ Jummm|_] This symbol indicates that the product must not be treated as domestic waste. To prevent potential negative
impacts on the environment and on human health, make sure that the product is correctly disposed of and recycled. For
more information concerning disposal and recycling of this product, contact your Distributor or the Waste disposal
service.

A Incorrect installation may cause harm to the environment, animals, people or property; the manufacturer
shall not be held responsible for this.

2 TECHNICAL DATA (Fig. 1)

Voltage and frequency values are indicated on the serial plate; refer to this for all checks and information.

Voltage (1), power output (2), model (3), serial no. (4), Manufacturer (5).

The equivalent continuous A-weighted sound pressure level of this appliance is less than 70 dB(A). The measurements
were taken at 1 metre from the surface of the appliance and at a height of 1.60 metres from the ground, during a full
production cycle.

The serial plate is applied to the front and rear part of the appliance (24 Fig.9).
The wiring diagram is applied inside the lower front panel of the appliance (25 Fig.10), to remove the front panel see
Appendix C.

3 TRANSPORT INSTRUCTIONS

The net and gross weight of this appliance are indicated on the label applied to the packaging and on the cover of this
manual. Instructions for correct transportation and lifting are printed on the packaging.

To prevent the oil contained in the compressor from leaking into the cooling circuit, transport, store and handle the
appliance only in the vertical position, complying with the indications given on the packaging.

4 UNPACKING

The appliance must be installed in compliance with the national regulations in force, following the
manufacturer's instructions, by professionally qualified and trained staff.




Having remove the packaging as indicated in the instructions printed on the box, MAKE SURE THE APPLIANCE IS
INTACT. IF IN DOUBT, DO NOT USE AND CONTACT THE DISTRIBUTOR you purchased the appliance from.

Keep all parts of the packaging (plastic bags, cardboard, polystyrene, nails, etc.) out of the reach of children, as
these could be a safety hazard.

With the pallet resting perfectly on the ground, lift the appliance and separate it from the wooden pallet (Fig. 2).

Having removed the wooden pallet, use a spirit level to check that the appliance is perfectly level. If not, adjust the level
using the feet installed on the appliance.

5 INSTALLATION

To make the connections described below, remove the rear panels (see Appendix b).

51 WIRING DIAGRAMS (Fig. 3)

power cable (6), supplied with the ice maker, to be connected to the appliance and to the two-pole differential
switch

< water filling valve (7)

« water filling pipe (8)

< water discharge pipe (9)

e seal (11) (check that this is supplied with the appliance)

5.2 POSITIONING

A The appliance must be installed in clean, hygienic environments; avoid cellars or store rooms that do
not comply with the hygiene requirements as this could lead to the formation or proliferation of bacteria
inside the appliance.

The appliance operates at room temperatures between 10°C and 43°C.

The best performance is obtained by installing the appliance in a room temperature between 10°C and 35°C
with water temperature between 3°C and 25°C.

Do not expose to direct sunlight or near other heat sources.

& This appliance:
must be installed in a place where it can be checked by qualified staff;
« must not be used outdoors;
e must not be placed in damp environments or near water jets;
* must not be cleaned using water jets;
¢ must be installed with at least 50mms free space around it.

5.3 CONNECTION TO THE MAINS WATER

A IMPORTANT:

e the appliance must be connected to the mains water according to the Manufacturer's instructions by
professionally qualified staff;

« this appliance must be filled exclusively with cold water intended for human consumption (potable water);

e the working pressure must be between 0.1 and 0.6 MPa;

e avalve must be installed between the mains water and the appliance filling pipe in order to be able to stop the
flow of water when needed;

« ifthe water supply is particularly hard, it is recommended to install a multi-purpose cartridge filter.

* Any solids (e.g., sand etc.) can be eliminated by installing a mechanical filter, which must be periodically
inspected and cleaned. These devices shall comply with the relative national regulations in force.

¢ Never close the water supply valve when the appliance is running;




« use only the new pipes supplied with the appliance for connection to the mains water: do not use old or
previously used pipes;
« itis forbidden to install the machine with reverse osmosis systems.

5.3.a FILLING (Fig. 3)

Without using any excessive force to avoid the risk of denting the couplings, safely screw on the 90° threaded
ring nut on the water filling pipe supplied (8) to the solenoid valve outlet on the rear of the appliance and the
other threaded ring nut to the water valve (7) which is also threaded.

5.3.b DISCHARGING (Fig. 3)

Fit the water discharge pipe (9) in its seat in the rear of the appliance, checking that:
« the pipe is flexible;

¢ the internal diameter is 22 mm, as required;

 the discharge pipe is not bent in any part;

 the discharge pipe has a gradient of at least 15%.

The discharge pipe should flow directly into an open siphon.

5.4 CONNECTION TO THE MAINS ELECTRICITY

Connect the appliance to the power cable (supplied).

A IMPORTANT:
« the appliance must be connected to the mains electricity according to the national regulations in force by
professionally qualified and trained staff;
« before connecting the appliance to the mains electricity, check that the mains voltage corresponds to that
indicated on the plate;
« make sure that the appliance is connected to an effective earthing system;
« check that the electrical capacity of the system is suited to the maximum power of the appliance, indicated on the
plate;
« if the appliance is supplied with a plug, fit a specific socket controlled by a two-pole circuit breaker (10 in Fig.3)
with a contact opening distance of at least 3 mm, which completely disconnects the appliance in the event of
category Il overvoltage, conforming to national safety standards, equipped with fuses, with associated
differential in an easily reachable position. Insert the plug into the socket controlled by the switch (6 in Fig. 3).
The plug may be replaced by professionally qualified and trained staff, provided the plug conforms to national
safety standards;
 if the appliance is supplied without a plug for permanent connection to the mains electricity, fit a two-pole
circuit breaker (10 in Fig. 3) with a contact opening distance of at least 3 mm, which completely disconnects
the appliance in the event of category Il overvoltage, conforming to national safety standards, equipped with
fuses, with associated differential in an easily reachable position. This operation must be carried out by
qualified staff.

< Fully unwind the power cable, making sure that it is not crushed in any points;

« if the power cable is damaged, it must be replaced by professionally qualified staff using a specific cable
available only from the Manufacturer or Authorized Service Centres.

6 STARTING OPERATIONS

Having checked that all connections have been done correctly, replace the rear panels (see Appendix b).
Make sure that the water filling and discharge pipes and the power cable are positioned as shown in Fig. 11.

6.1 CLEANING THE INTERNAL PARTS

The appliance was cleaned initially in the factory. Do not use the ice produced in the first 10 minutes of operation and
clean the inside of the appliance again before use, making sure that the power cable is not connected.

For information on cleaning operations, refer to chapter 9.3 of the manual.



6.2 START-UP

NB: the appliance does not have an ON/OFF selector.

Once the appliance has been correctly connected to the mains water and the water discharge system, start it as

follows:

a) open the water filling valve (7 in Fig. 3);

b) insert the plug (where foreseen) in the socket and turn on the switch (10 in Fig. 3) included specifically during
installation. The appliance is now powered and ready for use and will begin to produce ice around 10 minutes
after switching on.

For appliances connected permanently to the mains electricity, power up by turning on the switch external to the
appliance, fitted specifically during installation.

6.3 CLEANING THE STEEL PARTS

The appliance was cleaned initially in the factory. For subsequent cleaning operations on the steel parts of the

machine, comply with the instructions below:

e prevent saline solutions from drying or pooling on the external steel components of the machine, as this may
lead to corrosion;

« avoid contact with ferrous material (scourers, forks, ladles, scrapers, etc.) to prevent corrosion, contamination
from ferrous particles circulating in the receptacle;

e carefully clean the stainless-steel parts with a damp cloth, water and soap or common, non-abrasive chlorine or

ammonia based detergents.

7_TROUBLESHOOTING

If the appliance does not produce ice, before contacting the Authorised Assistance Centre, check that:

» the water filling valve (7 in Fig. 3), fitted during installation, is open;

« that the electrical power is on and the plug (where foreseen) is correctly inserted in the socket;

e check that the air or water temperature do not exceed the installation limit values (see paragraph 5.2);

Moreover:

« if the appliance produces excessive noise, check that it is not in contact with furniture or sheet metal that could cause
noise or vibrations;

« ifthere are any traces of water, check that the discharge hole in the container is not blocked, that the water filling and
discharge pipes are correctly connected and that they are not bent or damaged;

e check that the water inlet filter is not blocked (see paragraph 9.1);

e check that the water working pressure is between 0.1 and 0.6 MPa.

Having made all the above checks, if the appliance still does not work, disconnect it from the mains electricity, remove the
plug (where foreseen) from the socket, close the water filling valve and contact your nearest Authorised Assistance
Centre.

To ensure a quick and efficient service, when calling please precisely indicate the model, serial number and construction
number, given on the serial label (Fig. 1) on the appliance and on the cover of this instruction manual.

8 OPERATION

The appliance has a thermostat in the ice collection container, which stops production when the probe to which it is
connected is reached by the ice accumulating in the container.
Dispensing ice from the container, the thermostat will restart production, thus creating a new supply of ice.

To dispense a quantity of ice, simply place a glass or suitable container beneath the dispenser and press the dispensing
button (Fig. 4).



9 MAINTENANCE
9.1 CLEANING THE WATER FILLING SOLENOID VALVE FILTER (Fig. 5)

All the operations described in this paragraph must be performed only after switching off the mains
electricity and water supply, as described for the previous operations, by professionally qualified and
trained staff.

A Clean the filter on the water filling solenoid valve at least every 2 months, strictly complying with the following

instructions:

« switch off the power by removing the plug (where foreseen) from the socket;

» switch off the water supply by turning the filling valve (7 in Fig. 3) fitted during installation;

< unscrew the threaded ring nut from the water filling pipe on the solenoid valve outlet on the rear of the
appliance;

» using pliers, remove the filter from its seat, without damaging the water filling pipe coupling;

« place the filter under a water jet to remove any residues; replace the filter if it is too dirty.

After cleaning, replace the filter and the water filling pipe, taking all the precautions described in this instruction
manual.

Having completed the cleaning operations, restore the water supply and electricity.

9.2 CLEANING THE FINNED CONDENSER

It is very important to keep the finned condenser clean.

Have the finned condenser cleaned at least every 2 months by an Authorised Assistance Centre, which can include
this operation in the maintenance programmes.

To clean the condenser, remove the panels from the appliance as indicated in the Appendix.

9.3 CLEANING AND SANITISATION OPERATIONS

The frequency of the cleaning and sanitisation operations may vary according to:
¢ the temperature and environmental conditions;

» the temperature and quality of the water (hardness, presence of sand, etc.);
 the quantity of ice produced, i.e., the amount of time the ice maker is used for;
» periods when the ice maker is not used;

A WARNING:

» the operations described in this paragraph must be performed by professionally qualified and trained staff;

« acleaning and sanitisation kit, specifically formulated for this appliance, can be purchased from your retailer;

< do not use corrosive substances to eliminate limescale from the appliance, as not only will this annul the
warranty but may also cause serious damage to the materials and components of the appliance;

 all operations involving the handling of sheet metal parts must be performed wearing protective gloves to prevent
injury;

e all cleaning and sanitisation operations must be performed wearing gloves to protect the skin from the
substances used;

« during cleaning and sanitisation operations, wear goggles to protect the eyes from any splashing of the
substances used;

» take care not to spill water or solutions on the electrical wiring or the power cable;

10 CLEANING

Before cleaning, remove the panels from the appliance as indicated in the Appendix.
Having removed the panels, proceed as follows:

1. open the lid on the water filling tank (12 Fig.6);

2. empty the tank;



3. fill the tank with a solution of 25% water and white vinegar. Without forcing, lift the float in the tank using a non-

metallic stick (5 Fig. 6);

switch on the appliance and run, topping up the level of solution in the tank, using at least 2 litres of solution;

completely empty the ice container, holding down the dispensing button (Fig. 4);

switch off the appliance and disconnect from the mains electricity;

Switch off the power to the microswitch on the ice outlet mouth and remove it, unscrewing anti-clockwise (Fig.7 steps

1,2and 3);

8. remove the insulating cover from the ice outlet mouth (13 Fig. 7 step 4);

9. remove the upper part of the ice outlet mouth (14 Fig. 7), by removing the 4 screws (Fig. 7 step 6);

10. unscrew the ice-breaker anti-clockwise (15 Fig. 8) and remove;

11. loosen the metallic clamp on the upper part of the evaporator unit (Fig. 8 step 4 and lift the bottom of the ice outlet
mouth (16 Fig.8);

12. unscrew the 4 screws (17 Fig.8) and remove the ice container lid (18 Fig.8);

13. unscrew the nuts on out outside of the container and remove the parts inside (Fig. 8 step 9 and 10), and remove the
upper deflector (20 Fig. 8);

14. unscrew anti-clockwise the mixer (21 Fig. 8) and remove it, then remove the lower deflector (22 Fig. 8) and the
dispenser (23 Fig. 8);

15. clean the ice discharge mouth with the water and white vinegar solution (14 in Fig. 7 + 16 Fig. 8), the lid (18 Fig. 8),
the collection container (19 Fig.8) and all the parts inside (deflectors, mixer and dispenser. Remove any sediment
using a sponge and soft-bristle brush;

16. clean and rinse the components;

17. remove the non-metallic stick blocking the float in the tank (5 Fig. 6);

18. replace all the components, following the instructions above in reverse order, and replace the panels as shown in the
Appendix or perform the sanitisation operations described in the next chapter;

19. connect the appliance to the mains electricity and start it;

20. rinse the evaporator, leaving it to produce ice for at least 5 minutes.

No ok

The appliance can now be restarted, following the steps described in the instruction manual (chapter 5).

A WARNING:
All the ice produced in the 30 minutes after the cleaning operations must be eliminated.

11 _SANITISATION

After cleaning, perform the sanitising operations using a solution of 200 mg/l sodium hypochlorite and water or one of the
solutions commonly used for disinfecting feeding bottles, in this case check that the sanitising product is:

« authorised by the national Ministry of Health;

« usable with food-grade machinery;

< not harmful for the materials and components used in this appliance.

For the methods of use and concentrations, follow the instructions on the pack and the manufacturer's recommendations.
Use the solution at a temperature of 25°C.

For sanitisation, proceed as described in the previous paragraph (10. Cleaning), from point 1 to point 15 and then:

1. use the sanitising solution to clean the ice discharge mouth (13 in Fig. 7 + 16 Fig.8)), the lid (18 Fig. 8), the collection
container (19 Fig.8) and all the parts inside (deflectors, mixer and dispenser. Remove any sediment using a sponge
and soft-bristle brush;

2. clean and rinse the components;

remove the non-metallic stick blocking the float in the tank (5 Fig. 6);

4. replace all the components, following the instructions above in reverse order, and replace the panels as shown in the
Appendix

5. connect the appliance to the mains electricity and start it;

rinse the evaporator, leaving it to produce ice for at least 10 minutes;

7. close the lid on the water filling tank (12 Fig. 6);

d

324

The appliance can now be restarted, following the steps described in the instruction manual (chapter 5).



A WARNING:
All the ice produced in the 30 minutes after the cleaning and sanitisation operations must be eliminated.

12 PERIODS OF INACTIVITY
If the appliance is not used for a period of time:

« disconnect the appliance from the mains electricity by turning the switch (10 in Fig. 3) and remove the plug (where
foreseen) from the socket;

« switch off the water supply to the application using the water filling valve (7 in Fig. 3);
« perform all the operations described for the periodical maintenance of the appliance (see chapter 9);
« clean the water filling solenoid valve filter as described in chapter 9.1.




Appendix

a - Removing the top

b - Removing the rear panels
¢ - Removing the front panels

d - Removing the side panels
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E vietata la riproduzione, anche solo parziale, del presente manuale di istruzioni.

It is strictly forbidden to reproduce this instruction manual or any part thereof.

|Cod. 241878 - Rev. 01|
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